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TYPICAL POWER SEPARATION

OVER 758 VOLTS

AT POLE

)
IT

@-750 VOLTS

a@

MIN

TOP OF CABLE SUPPORT STRAND

_/

PROPOSED CABLE

SEPARATION

NEUTRAL CONDUCTOR

\

38* MIN

18’ MIN. OVER PUBLIC STREETS, ALLEYS, ROADS,
PARKING AREAS SUBJECT TO TRUCK TRAFFIC,

DRIVEWAYS ON OTHER THAN RESIDENTIAL PROPERTY.

15’ MIN. OVER RESIDENTIAL PROPERTY AND
DRIVEWAYS, AND COMMERCIAL AREAS NOT

SUBJECT TGO TRUCK TRAFFIC,

EXISTING GROUND LINE x

REQUIREMENTS FOR MID-SPAN
AND AT CROSSINGS

_LINE OF SIGHT _ |

TYPICAL DETAIL "D

TYPICAL TRANSFORMER AND POWER RISER
SEPARATION WITHOUT GUARD ARM

F—5
It [

\

if”

va
}J GROUNDED TRANSFORMER TANK
A OR OTHER GROUNDED EGUIPMENT
SUCH AS CAPACITOR RACK,
RECLOSER TANK, ETC.
49" MIN

L 4

[

|V

THE VERTICAL SEPARATION FROM NEUTRAL CONDUCTORS SHALL BE INCREASED
S0 THAT THE LOWEST POINT OF THE NEUTRAL CONDUCTOR (IN THE SPAN OR

AT THE CROSSING) WILL BE AT LEAST 3@ INCHES ABOVE THE COMMUNICATION
CABLE ATTACHMENT LEVEL (LINE OF SIGHT)AS ILLUSTRATED ABOVE.

TYPICAL DETAIL °E®

TYPICAL DISCONNECT BOX INSTALLATION

S

DISCONNECT BOX SHALL
BE INSTALLED AT LEASY
18 FT.ABOVE GROUND LEVEL

1* RIGID RISER

GROUND LINE

N2

2\\V/

N

—» 1" RIGID CONDUIT

DIRECTLY TO CABINET

Guldelines For Usage On Meiric Projects

When these detalls are Incorporated Into plans and or projects that are belng prepared or
constructed In metric unlts, exact or preclse converslon to metric units Is not required,
may be corverted to corresponding

The dimenslons shown that are In feet and Inches

metric units using the following * Rounded-Off* corwverslon factors: I =25mm,
F=100mm,and 12" or I’ =300mm. All measurement nofes that refer to linear feet ond
square yards shall be Interprefed to mean linear melers and square mefers.

TYPICAL DETAIL *C"

STREET LIGHT BRACKET SEPARATION
NOTE: SEE TABLE BELOW

NEUTRAL CONDUCTOR r————ff[

40" MIN 1
GROUND T_‘
20" MIN |
PROPOSED CABLE LL—a[; -
l
I <D

DRIP LOOP

12° MIN

VERTICAL CLEARANCES AT THE POLE FOR SPAN WIRES
AND BRACKETS FOR STREET LIGHTS (RULE 238C)

CLEARANCE (IN.)
IF_NOT EFFECTIVELY GROUNDED
TYPE OF CLEARANCE IF EFFECTIVELY | FOR LUMINAIRES | FpR TROLLEY
GROUNDED UP TO OVER CONDUCTORS
150V 150V
ABOVE COMMUNICATION |
A @ | 28 (&) (A)
CROSSARMS 28 & 20 20
BELOW COMMUNICATION 24 24 49 24
CROSSARMS
ABOVE COMMUNICATION 4 20 (A 20 &) 12
CABLES
BELOW COMMUNICATION
CABLES 4 20 40 12
FROM COMMUNICATION
o e T 4
AND DRIVE HOOKS 16 (4 | 16 @

NOTES A.MAY BE REDUCED TO 12 IN,FOR WIRES OR PARTS OF BRACKETS 4@ IN.OR MORE
FROM SURFACE OF POLE

B. IF OBTAINABLE IF NOT, MAXIMUM OBTAINABLE
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UTILITY CLEARANCE DETAILS
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